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Opening Solutions

Experience a safer
and more open world 

Aperio KL100

Torx T6, T9

15, 22, 26

Hereby, ASSA ABLOY Opening Solutions CZ 
s.r.o. declares that the radio equipment 
type KL100 is in compliance with Directive 
2014/53/EU. The full text of the EU 
declaration of conformity is available at 
the following internet address:  
https://www.assaabloyopeningsolutions.
com/en/aperio/documents
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KL100-19/22L KL100-19/22S

1-8 mm

Accessories/Extras

Mounting Instructions
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Backing plate, 19 or 22 mm
(recommended optional

accessory for wooden door)

Torx T6

Backing plate,19 or 22 mm
(recommended optional
accessory for 
wooden door)
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2,5 ± 0,25 Nm

L

10 ± 0,5 Nm
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Optional screw (recommended
optional accessory for

wooden door)

Torx T6
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Emergency
power

Programming
application

Online          Offline6

FW

Programming
application

RFID card

BLE/NFC

Aperio® Online

Offline
RFID card
Aperio®

Communication 
Hub 

Torx
T9

CR123A

Torx
T9

5V

Torx
T9

Operating temp. 0-55 °C
Maximum emitted power:
- 5 mW in frequency range 2400-2483.5 MHz
- 10,25 mW at frequency 13.56 MHz

1,5 Nm Reset

5 sec.
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